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The FARLEY & LOETSCHER MFG. CO. produce, under license from 
the trademark owner. Super Satin Surface doors as an option in all sizes 
and styles of flush doors they manufacture. 

Qualitybilt Super Satin Surface Flush Doors 

are surfaced at our plant in Dubuque, Iowa by the patented Super 
Microseal process. 

This process fuses, under simultaneous heat and pressure, the natural 
wood lignins or resins and similar synthetics, which are added. These 
resins, after they have been allowed to cool, form a tough hard surface 
of measurable thickness. The surface thus created is a finish in itself. 
Qualitybilt Super Satin Surface doors resist soiling and scuffing, eliminate 
fiber and grain raising, and have a smooth, uniform textured surface. 
To preserve this fine finish merely apply paste wax and buff. 




•Trademarks '‘Super Satin Surface’’ and ‘‘Triple S’’ or 
‘‘SSS’’ — Use licensed on products having a Super-sealed 
or Super Microsealed surface that satisfies the quality 
standards of the trademark owner. 


Softwood stiles 
and rails. 


Patented Kiln- 
dried “I-Beam” 
Core 


Lock Area both 
edges 

13/ 8 " Doors— 

4%" x 20 
13/ 4 Doors— 

6i/ 2 " x 20" 

Doors over 6'8" 
high have propor¬ 
tionately longer 
Lock Blocks. 


3-Ply hardwood 
laminated faces 
both sides 


— Pah No. 2725604 and other Pat. applied for. 

Unique wood core construction provides strong, rigid, 
true-surface doors. Vented wood core allows continuous 
air circulation. 7-ply construction, high quality 3-ply faces 
resin bonded to rigid I-Beam core members set horizontally 
with highly water-resistant resin adhesive. Ample size lock 
blocks and hinge anchorage on both edges. Top and 
bottom rails of sufficient widths to permit trimming 1" off 
each end. 

Furnished in Premium Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan), Natural Gum, and paint- 
grade Birch. Matching vertical edge strips also available. 

Furnished in all standard sizes from 1-6 x 6-6 to 3-0 x 7-0, 
1 % " or 1 % " thick. 




Patented, Kiln- 
dried “I-Beam” 
Core 


3-ply hardwood 
laminated 
faces both sides 


6i/ 2 x 40 Lock 
Area both edges 


Softwood stiles 
and rails. 

Top Rail — 

Sy 4 " wide 
Lock Rail — 

35/ 8 " wide 
Bottom Rail 
Area—11" wide 
Stiles— 3" wide 
Illustration 
shows massive 
Stiles, Rails, and 
Lock Blocks out¬ 
lined; I-Beam 
Core not detailed 
— Pat. No. 2725604 and other Pat. applied for. 

Ideal for Commercial, Hospital, Hotel, School and In¬ 
dustrial Installations. Designed to combine the light weight 
and economy of Hollow Core Doors with the sturdy frame¬ 
work of conventional panel doors and the strength and 
rigidity of solid flush doors. 

Unique I-Beam cores are kiln-dried for utmost stability. 
Heavy stiles and rails will accommodate most types of in¬ 
dustrial and institutional hardware. Made with highly 
water-resistant resin adhesive. 

Furnished in Premium Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan), Natural Gum, or paint- 
grade Birch. Matching vertical edge strips also available. 

Standard sizes to 4' 0" x 8' 0", both 1 3 /a" or 1 2 A" thick. 
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FLUSH DOORS 


When conventional finishes are desired, one 
coat of shellac, varnish, lacquer, or a coat of 
oil or alcohol soluble stain with a coat of shel¬ 
lac, varnish or lacquer may be applied. NO 
SANDING is required before applying finishing 
material. 

Since Qualitybilt Super Satin Surface flush 
doors cost very little more than unprocessed 
Qualitybilt flush doors, the savings in finishing 
costs (usually 75% or more) are all yours. 
With painted doors it’s the same story — 
similar drastic savings. 


Style 

“A” 


Style 

“J” 


Style 

“B” 


Style 

T 


■■■ 


Style 

“D” 


111 


Style 

“E” 


Style 

“F* 


Style Style 

"G” “H” 


Style Style Style Style Style Style Style 

"K” “L” “M” “S” “T” “P MG” "Y” 


FARLO-DOR 


HIGHEST QUALITY SOLID FLUSH DOOR 


FOR RESIDENCES, APARTMENTS, OFFICES, 
HOTELS, SCHOOLS, HOSPITALS, INSTITUTIONS. 


Softwood core, 
edge glued and 
resin bonded to 
faces 


Softwood edge 
strips. Matching 
vertical edge 
strips also 
available 


3-ply hardwood 
faces, or 2-ply 
with heavy face 
veneers 

Specify FL417 for 
7-ply construc¬ 
tion. 

Specify FL416 for 
5-ply construc¬ 
tion. 



All wood core 
resin bonded to 
faces 


Softwood edge 
strips 


3-ply hardwood 
laminated faces 
both sides 



Softwood core consists of kiln-dried pieces glued up 
firmly with staggered joints into a solid slab. Highly water- 
resistant resin bonded faces. Sound and fire resistant. 
Lights and louvers may be cut as desired. 

7-ply construction with 3-ply selected faces. Furnished in 
Premium Birch, No. 1 Birch, Plain Red Oak, Philippine 
Mahogany (Lauan), Natural Gum, or paint-grade Birch. 
Matching vertical edge strips also available. 

5-ply construction with heavy face veneers over cross 
banding resin bonded to the core, furnished in Natural 
Birch, Plain Red Oak, and W.P. Pine. Matching vertical 
edge strips also available. Both types furnished in all 
standard sizes 1 3 /s " or 1 2 A" thick. 


The economy solid core flush door. For use anywhere 
a solid flush door is required. Made with highly water- 
resistant resin adhesive. 7-ply construction made up of 3- 
ply hardwood faces and solid stabilized softwood core. 
Softwood stiles and rails of sufficient width to permit trim¬ 
ming 1" from each end of door. Mouldings, kick plates, 
and mirrors easily applied anywhere. Lights and louvers 
may be cut anywhere. 

Furnished in Premium Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan), Natural Gum, paint-grade 
Birch. Matching vertical edge strips available. Standard 
sizes 1-6 x 6-6 to 3-0 x 7-0, 1 2 A" or 1 2 A" thick. 
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GUARANTEE ALL QUALITYBILT Flush Doors are 

fully guaranteed against manufacturing defects in accordance 
with the requirements of the National Woodwork Manufacturers* 
Standard Door guarantee. 


SPECIFICATIONS 

I-BEAM 

I-BEAM 

INSTITUTIONAL 

SOLIDOR 

FARLODOR 

GENERAL 

All doors shall be Qualitybilt 
I-Beam doors as manufactured by 
the Farley & Loetscher Mfg. Co., 
Dubuque, Iowa 

All doors shall be Qualitybilt 
I-Beam Institutional doors, as 
manufactured by the Farley & 
Loetscher Mfg. Co., Dubuque, 
Iowa. 

All doors shall be Qualitybilt 
Solidors as manufactured by the 
Farley & Loetscher Mfg. Co., 
Dubuque, Iowa. 

All doors shall be Qualitybilt 

Farlodors as manufactured by the 

Farley & Loetscher Mfg. Co., 

Dubuque, Iowa. 

SUPER SATIN 
SURFACE 

(Optional) 

All doors shall be 
SUPER MICROSE 

Super Satin Surface (Triple S or "SSS”) Doors with both flat 
AL process as manufactured by the Farley & Loetscher Mfg. Cc 

Faces treated with 

Dubuque, Iowa. 

CORE 

Shall consist of Patented wood 
I-Beams arranged horizontally. 

Shall consist of Patented wood 
I-Beams arranged horizontally. 

Shall consist of soft wood blocks 
arranged with grain running verti¬ 
cally and with end joints staggered. 

Shall consist of softwood blocks 
glued together with grain running 
vertically and with end joints 
staggered. 

VENEERS 

Shall be 3-Ply Hardwood. Plies 
bonded together with highly 
water-resistant resin and these 
3-ply skins resin bonded to core 
and edge strips with highly water- 
resistant resin adhesive. Face 
Veneers furnished in Premium 
Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan),Nat¬ 
ural Gum and Paint Grade Birch. 

Shall be 3-Ply Hardwood. Plies 
bonded together with highly 
water-resistant resin and these 
3-ply skins resin bonded to core 
and edge strips with highly water- 
resistant resin adhesive. Face 
Veneers furnished in Premium 
Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan),Nat¬ 
ural Gum and Paint Grade Birch. 

Shall be 3-Ply Hardwood. Plies 
bonded together with highly 
water-resistant resin and these 
3-ply skins resin bonded to core 
and edge strips with highly water- 
resistant resin adhesive. Face 
Veneers furnished in Premium 
Birch, No. 1 Birch, Plain Red Oak, 
Philippine Mahogany (Lauan),Nat¬ 
ural Gum and Paint Grade Birch. 

Shall be 3-Ply Hardwood. Plies 
bonded together with highly 
water-resistant resin and these 

3-ply skins resin bonded to < core 
and edge strips with highly water- 
resistant resin adhesive. Face 

Veneers furnished in Premium 

Birch, No. 1 Birch, Plain Red Oak, 

Philippine Mahogany (Lauan),Nat¬ 
ural Gum and Paint Grade Birch. 

5-ply doors with heavy face 
veneers (2-ply) available when 
desired. Face veneers %" thick 
before sanding. Available with 

Natural Birch, Plain Red Oak, 
and W. P. Pine face Veneers. 

STILES 

AND 

RAILS 

Shall be soft wood of sufficient 
width to permit trimming 1" from 
each end of door. Vertical hard 
wood edge strips to match door 
faces also available. Rails grooved 
to help equalize pressure and 
moisture. 

Shall be soft wood of the follow¬ 
ing sizes before trimming. Top 
rail 5Va k width. Bottom rail, 2 
pieces consisting of 4Vs" at 
bottom, 2y 8 " air space and 3 5 / 8 \ 
making 11" total bottom rail 
area. Lockraii 3 5 /s'/ centered 
39Vs" from bottom of door. Ya" 
vertical hardwood edge strip to 
match face veneers, laminated to 
softwood edge strip available. 
Rails grooved to help equalize 
pressure and moisture. 

Shall be soft wood of sufficient 
width to permit trimming 1" from 
each end of door. Vertical hard 
wood edge strips to match door 
faces also available. 

Shall be soft wood of sufficient 
width to permit trimming 1" from 
each end of door. Vertical hard 
wood edge strips to match door 
faces also available. 

LOCK 

AREA 

Shall be 6Vs v x 20* centered on 
each edge of doors 6'8" or less, 

1 Va thick; shall be 6Va" x 24* 
centered on each edge of doors 
over 6'8" high, 1 3 4" thick; shall 
be 4%* x 20" centered on each 
edge of doors 6'8" high or less, 
1 3 /8* thick; shall be 4%" x 24" 
centered on each edge of doors 
over 6'8" high, 1 3 /a" thick. 

Shall be 6 V 2 " x 40" centered on 
each edge of door. 

Attach locks anywhere. Solid 
wood core. 

“C 

Attach locks anywhere. Solid 
wood core. 

SIZE 

Shall be furnished trimmed square 
and to exact listed sizes and 1 3 /s" 
or 1 3 4" thick within accepted in¬ 
dustry tolerance. Scuff shoes 
applied. 

Shall be furnished trimmed square 
and to exact listed sizes and 1 3 / 8 " 
or 1 3 4" thick within accepted in¬ 
dustry tolerance. Scuff shoes 
applied. 

Shall be furnished trimmed square 
and to exact listed sizes and 1 3 /s" 
or 1 3 4" thick within accepted in¬ 
dustry tolerance. Scuff shoes 
applied. 

Shall be furnished trimmed square 
and to exact listed sizes and 1 3 4" 
thick within accepted industry tol¬ 
erance. Scuff shoes applied. 

LIGHTS AND 
LOUVERS 

Will be furnished in standard 
styles (pgs. 2 and 3) or to specifi¬ 
cations. 

Will be furnished in standard 
styles (pgs. 2 and 3) or to specifi¬ 
cations. 

Will be furnished in standard 
styles (pgs. 2 and 3) or to specifi¬ 
cations. 

Will be furnished in standard 
styles (pgs. 2 and 3) or to specifi¬ 
cations. 


For over 80 years, QUALITYBILT woodwork has stood for the 
highest quality woodwork possible to produce. Continuous re¬ 
search and development has enabled QUALITYBILT products to 
maintain leadership in the woodworking industry. When you 
specify QUALITYBILT flush doors, you can be sure of doors 
backed not only with the N.W.M.A. standard door guarantee, 
but also with the experience and integrity of this thoroughly 
established name. 
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